
SignalTight® The continuity  solution 

SignalTight® Drop Jumpers  The continuity solution

Part # Description (Standard Length 1.5 meters)

JPLUS59iCT59SE-CS SignalTight™Jumper, 59 Series, Tri shield, Solid Copper CC, SimplEX® adapter, 59” (1.5 meters) 

JPLUS6iCT59WSE-CS SignalTight™Jumper, 6 Series White, Tri shield, Solid Copper CC, SimplEX® adapter, 59” (1.5 meters) 

Available with or 

without SimplEX® adapter

EX59SKXLPLUSEX6SKXLPLUS

EX6SKXLPLUS SignalTight™, XL series, knurled nut, 6 series

EX59SKXLPLUS SignalTight™, XL series, knurled nut, 59 series

EX59XLPLUS

VT200 LDT596-250 TW307 AH

EX6XLPLUS

Part Number

EX6XLPLUS SignalTight™, XL series, 6 series

EX59XLPLUS SignalTight™, XL series, 59 series

Preparation & Installation Tools

Meets or Exceeds all SCTE Specifications

Bandwidth 0 MHz to 3 GHz

Impedance 75 Ohms (nominal)

Return Loss Minimum -30 dB to 3 GHz

Insertion Loss Less than .10 dB to 3 GHz

Operating Voltage 90 V (at 60 Hz continuous AC)

Cable Retention (Trishield) 70 lbs (31.75 kg) minimum

Operating Temperature -40o F to + 140o F (-40o C to 60o C)

Bandwidth 0 MHz to 3 GHz

Impedance 75 Ohms (nominal)

Return Loss Minimum -30 dB to 3 GHz

Insertion Loss Less than .10 dB to 3 GHz

Operating Voltage 90 V (at 60 Hz continuous AC)

Cable Retention (Trishield) 70 lbs (20.41 kg) minimum

Operating Temperature -40o F to + 140o F (-40o C to 60o C)

Meets or Exceeds all SCTE Specifications, Class A
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EX7N716WSEX11RAFMWS EX11N716WS

EX320QRWS AquaTight® EX® connector, integrated port seal, 9/16’’ hex nut, series 320QR cable

EX320RAFMWS AquaTight® EX® connector, integrated port seal, right angle, 9/16’’ hex nut, series 320QR cable

EX6WS

EX6XLWS

EX59WS

EX59XLWS

AquaTight® EX® Compression Connectors:  Series 6 & 59

SWLX6XESW6XE

SWLX95XESW95XE

Part Numbers Part Numbers

SWMFAR023XE

SWRQ023XE

VT300 CST-320/7CQRF MWSS400VT200 TW309

Preparation & Installation Tools

HA 703WT11695TDD002TV VT300

AquaTight® EX® connector, integrated port seal, 7/16’’ hex nut, series 11 cable

AquaTight® EX® connector, integrated port seal, 7/16’’ hex nut, series 7 cable

Part Numbers
EX7N716WS

EX11N716WS

EX11RAFMWS AquaTight® EX® connector, integrated port seal, right angle, 9/16’’ hex nut, series 11 cable

Preparation & Installation ToolsPreparation & Installation Tools

002TV VT300 LDT596-250 TW307 AH

AquaTight® EX® Compression Connectors:   Series 7 & 11

AquaTight® EX Compression Connectors:   Series 320QR

AquaTight® EX® connector, integrated port seal, series 6 cable

AquaTight® EX® connector, integrated port seal, extended body, series 6 cable

AquaTight® EX® connector, integrated port seal, series 59 cable

AquaTight® EX® connector, integrated port seal, extended body, series 59 cable

Meets or Exceeds all SCTE Specifications

Bandwidth 0 MHz to 3 GHz

Impedance 75 Ohms (nominal)

Return Loss Minimum -20 dB to 1 GHz

Insertion Loss

Bandwidth

Impedance

Return Loss

Insertion Loss

Less than .10 dB to 1.2 GHz

Operating Voltage 90 V (at 60 Hz continuous AC)

Cable Retention (Trishield) 175 lbs (20.41 kg) minimum

Operating Temperature -40o F to + 140o F (-40o C to 60o C)

Meets or Exceeds all SCTE Specifications

Meets or Exceeds all SCTE Specifications

0 MHz to 3 GHz

75 Ohms (nominal)

Minimum -30 dB to 3 GHz

Less than .10 dB to 3 GHz

Operating Voltage 90 V (at 60 Hz continuous AC)

Cable Retention (Trishield) 45 lbs (20.41 kg) minimum

Operating Temperature -40o F to + 140o F (-40o C to 60o C)

Bandwidth

Impedance

Return Loss

Insertion Loss

0 MHz to 3 GHz

75 Ohms (nominal)

Minimum -30 dB to 3 GHz

Less than .10 dB to 3 GHz

Operating Voltage 90 V (at 60 Hz continuous AC)

Cable Retention (Trishield) 45 lbs (20.41 kg) minimum

Operating Temperature -40o F to + 140o F (-40o C to 60o C)

Connector with no 
port seal allows 
moisture ingress

AquaTight® connector 
ensures use of correct 
port seal every time

Seals properly on various port sizes & styles

AquaTight® EX® Universal compression connectors ensure proper port sealing every time

AquaTight® EX® Universal compression connectors ensure proper port sealing every time
Right angle connectors prevent improper cable bending and tap ports from breaking in smaller pedestals

Bandwidth

Impedance

Return Loss

Insertion Loss


